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BOLLARD • STÂLPIȘOR
Code Finishing H (mm)

9266   Dark Grey 500
9267   Dark Grey 700

Power Socket Input voltage Input frequency

1 x max. 13W E27 230V 50Hz
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Imax 79 cd/klm 
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WALL LAMP • APLICĂ
Code Finishing

9265   Dark Grey

Power Socket Input voltage Input frequency

1 x max. 13W E27 230V 50Hz
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Series of light fixtures for outdoor, 
die cast aluminium housing 
electrostatically painted in dark grey, 
opal polycarbonate diffuser.

Corpuri de iluminat pentru exterior, corp 
din aluminiu turnat sub presiune vopsit în 
câmp electrostatic gri închis, dispersor din 
policarbonat opal.

Apparecchi d’illuminazione per esterni, 
corpo in pressofusione di alluminio verniciato 
a polveri colore grigio scuro, diffusore in 
policarbonato opalino.

Осветительные тела для внешнего 
освещения, тело из алюминия, литого 
под давлением и окрашенного в 
электростатическом поле, темно-серого 
цвета, диффузор из поликарбоната цвета 
опала.

Kültéri világítótestek, elektrosztatikus mezőben 
festett nyomás alatt öntött alumíniumtest, 
színe sötétszürke, opálos polikarbonát 
diszperzórral.

Външни осветителни тела, алуминево 
тяло, отливано под налягане, боядисан в 
електростатично поле, цвят тъмно сив, с 
разпръсквач от опален поликарбонат.

Vonkajšie svietidlá hliníkovej zliatiny tmavej 
šedej farby, opálový polykarbonátový difúzor.

C1e  S

368 REDO GROUP OUTDOOR 2024



Togo 369


