
Mako

Wall lamps for exterior with direct light diffusion.  
ABS housing in dark grey, transparent polycarbonate 
diffuser.

Aplice pentru exterior cu emisie luminoasă directă.  
Structură din ABS culoare gri închis, dispersor din policarbonat 
transparent.

Applique per esterni ad emissione luminosa diretta.  
Corpo in ABS colore grigio scuro, diffusore in policarbonato 
trasparente.

Бра для наружного освещения, с прямым распределением 
света.  
Корпус из ABS пластика темно-серого цвета, рассеиватель из 
прозрачного поликарбоната.

Kültéri fali lámpák, direkt fényszórású.  
ABS sötét szürke szerkezet, átttetsző polikarbonát diszperzór.

Стенни лампи за екстериор с директно разсейване на 
светлината.  
Тъмносив корпус от ABS, дифузьор от прозрачен 
поликарбонат.

Nástenné exteriérové svietidlá s priamym rozptylom svetla.  
Konštrukcia ABS v tmavo šedej farbe, priehľadný polykarbonátový 
difúzor.

WALL LAMP • APLICĂ

Code Finishing

90159   Dark Grey

LED type Input voltage Power Luminous Flux
Source/system CCT CRI

SMD LED 2835, 66 pcs. 220-240V 12W 1350/671 lm 3000K 80
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WALL LAMP • APLICĂ

Code Finishing

90160   Dark Grey

LED type Input voltage Power Luminous Flux
Source/system CCT CRI

SMD LED 2835, 60 pcs. 220-240V 21W 2440/1120 lm 3000K 80
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C2hT6
SEA SIDE
SUITABLE S

COASTLINE
SALT CORROSION RESISTANT
REZISTENTE LA COROZIUNE ÎN MEDII SALINE
RESISTENTI ALLA CORROSIONE SALINA
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WALL LAMP • APLICĂ

Code Finishing

  Dark Grey

LED type Input voltage Power Luminous Flux
Source/system CCT

SMD LED 2835, 60 pcs. 220-240V 21W 2440/1120 lm 3000K

Mako 473


