
Ponza

Ceiling lamps for exterior equipped 
with SMD LEDs and driver “on board”, 
ABS housing in dark grey, opal 
polycarbonate diffuser.

Plafoniere pentru exterior echipate cu LED-uri SMD și driver “on 
board”, corp din ABS gri închis, dispersor din policarbonat opal.

Plafoniere per esterni equipaggiate con LED SMD e driver “on 
board”, corpo in ABS colore grigio scuro, diffusore in policarbonato 
opalino.

Потолочные светильники для наружного освещения, 
оснащеные светодиодами SMD и встроенным драйвером, 
корпус из пластика ABS темно-серого цвета, опаловый 
рассеиватель из поликарбоната.

Kültéri mennyezeti lámpák, SMD LED-el és “on board”, 
müködtetővel szerelve.  
ABS sötét szürke szerkezet, áttetsző polikarbonát diszperzór.

Серия от таванни лампи за екстериор със SMD светодиоди 
и драйвер на борда, тъмносив корпус от ABS, дифузьор от 
опалов поликарбонат.

Stropné exteriérové svietidlá vybavené LED diódami SMD, a 
integrovaným napájačom, konštrukcia ABS v tmavošedej farbe, 
opálový polykarbonátový difúzor.

CEILING LAMP • PLAFONIERĂ

Code Finishing

90155   Dark Grey

LED type Input voltage Power Luminous Flux
Source/system CCT CRI

SMD LED 2835, 82 pcs. 220-240V 15W 1550/820 lm 3000K 80
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PONZA

90155

Imax 350 cd/klm 
 

LED 15W

240

WHITE OR DARK GREY
DECORATIVE  RING

INCLUDED

C2hT7
SEA SIDE
SUITABLE S

COASTLINE
SALT CORROSION RESISTANT
REZISTENTE LA COROZIUNE ÎN MEDII SALINE
RESISTENTI ALLA CORROSIONE SALINA
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CEILING LAMP • PLAFONIERĂ

Code Finishing

90156   Dark Grey

LED type Input voltage Power Luminous Flux
Source/system CCT CRI

SMD LED 2835, 120 pcs. 220-240V 17,5W 2300/1016 lm 3000K 80
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PONZA

90156

Imax 329 cd/klm 
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