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Exterior wall lamps equipped with SMD 
LEDs, housing of die cast aluminium 
electrostatically painted in sand white 
or dark grey, transparent polycarbonate 
diffuser.

Aplice pentru exterior echipate cu LED-uri 
SMD, corp din aluminiu turnat sub presiune 
vopsit în câmp electrostatic alb mat sau gri 
închis, dispersor din policarbonat transparent.

Applique per esterni equipaggiate con LED 
SMD, corpo in pressofusione di alluminio 
verniciato a polveri colore bianco sabbiato 
o grigio scuro, diffusore in policarbonato 
trasparente.

Бра для наружного освещения, 
оснащенные светодиодами 
SMD, с корпусом из литого под 
давлением алюминия, окрашенным в 
электростатическом поле в матово-белый 
или темно-серый цвет, и рассеивателем из 
прозрачного поликарбоната.

Kültéri fali lámpák, SMD LED-el szerelve, matt 
fehér vagy sötét szürke, elektrosztatikus 
mezőben festett, nyomás alatt öntött 
alumínium szerkezet, áttetsző polikarbonát 
diszperzór.

Аплици за екстериор, оборудвани с LED-
ове SMD, алуминиево тяло, излято под 
налягане, боядисано в електростатично 
поле в матово бяло или тъмно сиво, 
прозрачен поликарбонатен дифузер.

Exteriérové nástenné svietidlá vybavené SMD 
LED diódami, teleso z tlakovo liateho hliníka 
elektrostaticky lakované v pieskovo bielej alebo 
tmavosivej farbe, priehľadný polykarbonátový 
difúzor.

C1g6TS

WALL LAMP • APLICĂ

Code Finishing

90472   Sand White
90473   Dark Grey

LED type Input voltage Power CCT
Luminous Flux
Source/system CRI

SMD LED 2835, 15 pcs 220-240V 3W 3000K 370/100 lm 80
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LANDER
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Imax 365 cd/klm 

LED 3W

400

100

200

300

WALL LAMP • APLICĂ

Code Finishing

90476   Sand White
90477   Dark Grey

LED type Input voltage Power CCT
Luminous Flux
Source/system CRI

SMD LED 2835, 28 pcs 220-240V 6W 3000K 700/275 lm 80
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LANDER
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Imax 365 cd/klm 

LED 6W

400

100

200

300

Lander

376 REDO GROUP OUTDOOR 2024



Lander 377



Lander    

C1g6TS

WALL LAMP • APLICĂ

Code Finishing

90474   Sand White
90475   Dark Grey

LED type Input voltage Power CCT
Luminous Flux
Source/system CRI

SMD LED 2835, 15 pcs 220-240V 3W 3000K 360/100 lm 80
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LANDER
90474/5

Imax 365 cd/klm 
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WALL LAMP • APLICĂ

Code Finishing

90480   Sand White
90481   Dark Grey

LED type Input voltage Power CCT
Luminous Flux
Source/system CRI

SMD LED 2835, 28 pcs 220-240V 6W 3000K 700/205 lm 80
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LANDER
90480/1

Imax 365 cd/klm 
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WALL LAMP • APLICĂ

Code Finishing

90478   Sand White
90479   Dark Grey

LED type Input voltage Power CCT
Luminous Flux
Source/system CRI

SMD LED 2835, 28 pcs 220-240V 6W 3000K 700/270 lm 80
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LANDER
90478/9

Imax 365 cd/klm 

LED 6W
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